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K+ architect__   _____   _    ____61 Bethpage Dr       

    Laguna Vista, Texas 78578 
                       PH    (956) 434—9535 

 
August 19, 2022 
 
ADDENDUM # 1 
CSP# 220501 
 
CAMERON COUNTY TAX ASSESSOR COLLECTOR’S NEW SOUTHMOST OFFICE 
Southmost Road, Brownsville, Texas 

 
This Addendum is issued to modify the plans and specifications for the project 
referenced above. This Addendum shall become a part of the contract documents 
and all contractors shall be bound by its content.   
All aspects of the specifications and drawings not covered herein shall remain the 
same.   
The General Conditions and Special Conditions of the Project Manual shall govern 
all parts of the work and apply in full force to this Addendum. 
 
Instructions: 
 

1. The Bank Equipment and Security System shall be paid by the Owner and 
installation coordinated by General Contractor. 

2. Existing perimeter fence can remain as security fence during construction 
and removed at end of the work . 

3. Brownsville ISD property and work on same: 
a. GC to introduce themselves to BISD and coordinate access, working 

hours and other restrictions prior to working on BISD property. 
b. GC to finish the work on BISD property within one month or sooner to 

minimize time on BISD property 
c. Cedar fence between BISD property and Tax Office property to be 

installed early in construction. 
d. Install an access gate into the retention pond area for BISD. 

Coordinate location of gate with BISD. 
e. Do not store materials other than fence material on BISD property. 

4. Mechanical Yard dimensions are approximate and will be adjusted to 
conform to the manufacturer’s requirements. 

5. Canopy Manufacturer to be approved by Architect and Structural Engineer. 
6. Quartz/Granite (Specification Section 123610-Quartz Agglomerate 

Countertops) allowance to be Ten (10$) Dollars per square foot. 
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7. Use undermount sinks in Restroom Vanities and Breakroom.  See MEP 
attachments below. 

8. The monument sign along with the county and Tax Assessors seal castings 
are a part of the base bid and shall not be a part of the signage allowance. 

9. GC shall be responsible for two (2) flagpoles as per the drawings, not 3 as 
specified in section 103500 of the project manual. 

10. Provide two (2) fire extinguishers, in locations shown on the Drawings, in lieu 
of 6 as specified. 

 
Drawings:  
 

1. A2.20 Cameron County Seal and Tax Assessor Collector Seal to be 
manufactured by Pineapple Grove in Florida.  The County Seal casting mold 
is already made and the Tax Office Seal requires a new mold. See Drawings 
A8.00 for details 

2. A3.00 Brick to match Old Fort Brown in Brownsville with today’s code 
requirement for low water absorption and high PSI.  Manufacturer Belden 
Brick through ACME Brick. 

3. Window H on sheet A2.10 shall be a stainless steel frame instead of an 
anodized aluminum frame. Window shall be provided as part of the bank 
equipment.  

7. All entry canopy detail notes referring to the main entry canopy manufacturer 
products shall be changed from Mapes Super Lumideck to match the 
specification of Mapes Lumishade. 

8. A4/A2.10 Door and Window Elevations- Door Elevation C – The shading 
representing the sidelight glazing shall extend to the bottom of the sill frame.  

9.  See MEP attachments for MEP addendum items as follows: 
  Ethos Seal Page – Dated August 18, 2022. 
  Sheet E5.20 – Lutron Shades One-Line Diagram, dated August 18,  2022  
  Sheet P4.10 – Plumbing Schedules and Details 
  Sheet P4.20 -  Plumbing Schedules and Details 

       
END OF ADDENDUM #1    
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1126 South Commerce     
Harlingen, TX 78550 
Off: (956) 230-3435 
Fax: (956) 720-0830 

 www.ethoseng.net 
 
August 18, 2022 
Cameron County Tax Assessor Office 
  

0BADDENDUM NO. 1 
A. PURPOSE AND INTENT 
 
This addendum is issued for the purpose of modifying the plans for the project referenced above. 
This addendum shall become part of the contract and all contractors shall be bound by its content. 
All aspects of the specifications and drawings not covered herein shall remain the same. 
The General Conditions and the Special Conditions of the specifications shall govern all parts of the 
work and apply in full force to this addendum. 
 
B. SCOPE 
 
I. Drawings: 
 
1. Sheet E4.10: 

a) Clarification:  Motorized shade power and corresponding switch shown on plans are for 
Mecho shades.  Omit/deduct power and corresponding switch if Lutron shades are 
provided. 
 

2. Sheet E5.20: 
a) Lutron Shades One-Line Control Diagram.  See attached added sheet. 

 
3. Sheet P4.10: 

a) Revised L-1 on plumbing schedule to an undermounted sink.  See attached added sheet. 
 

4. Sheet P4.20: 
a) Revised L-1 fixture image.  See attached added sheet. 

 
 

http://www.ethoseng.net/
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Caxton® Oval
Bathroom Sink

K-2210

Features
• Oval basin with unglazed underside.
• Overflow drain.
• Fits standard 14" x 17" (356 x 432 mm) countertop cutout.

Material
• Vitreous china.

Installation
• Undermount.

Recommended Products/Accessories
K-8998 P-Trap
K-23726 Drain treatment
K-23725 Cast iron cleaner

Included Components
Additional Components:

1193643
Codes/Standards
ASME A112.19.2/CSA B45.1
ADA
ICC/ANSI A117.1
CSA B651

KOHLER® One-Year Limited
Warranty
See website for detailed warranty information.

Available Colors/Finishes
Color tiles intended for reference only.

Color Code Description

0 White

HW1 Honed White

96 Biscuit

47 Almond

NY Dune

95 Ice™ Grey

33 Mexican Sand™

K4 Cashmere

58 Thunder™ Grey

7 Black Black™

1-800-4KOHLER (1-800-456-4537)
Kohler Co. reserves the right to make revisions without notice to product specifications.
For the most current Specification Sheet, go to www.kohler.com.
7-23-2022 00:58 - US/CA/MX
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Caxton® Oval
Bathroom Sink

K-2210

2-1/2" 
(64 mm)

2-5/8" 
(67 mm)

16-1/4" 
(413 mm)

19-1/4" 
(489 mm)

7-1/2"
(191 mm)14"

(356 mm)
13-1/8"
(333 mm)

1-1/4" OD

3/8" Hot 3/8" Cold
1-1/2" (38 mm)

4" (102 mm)

ADA Drain Outlet

of FittingL C

5-1/8" 
(130 mm)

1/2"
(13 mm) 3/8"

(10 mm)

5/8"
(16 mm)

Wood Installation

Sealant

Sealant

Marble Installation 

10-3/4"
(273 mm)

24" (610 mm)

11" (279 mm)

9"
(229 mm)
Min

8"
(203 mm) Min

3"
(76 mm)

34"
(864 mm)

27"
(686 mm)
Min

10-3/4"
(273 mm)

Recommended ADA Installation

1-1/8" (29 mm)

Technical Information
All product dimensions are nominal.
Installation: Undermount
Bowl area: Length: 17" (432 mm)

Width: 14" (356 mm)
With overflow: Yes
Water depth: 4" (102 mm)

With overflow: Yes
Drain hole: 1-3/4" (44 mm)
Template: 1151011-7, required, not included

Notes
Install this product according to the installation
instructions.
NOTICE: Countertop manufacturer or cutter
must use the current product template
available at www.kohler.com, or by calling
1-800-4KOHLER. Kohler Co. is not responsible
for cutout errors when the incorrect cutout
template is used.
ADA, CSA B651 compliant when installed to
the specific requirements of these regulations.

1-800-4KOHLER (1-800-456-4537)
Kohler Co. reserves the right to make revisions without notice to product specifications.
For the most current Specification Sheet, go to www.kohler.com.
7-23-2022 00:58 - US/CA/MX
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